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STREETLIGHT PHOTOMETRIC TEST REPORT

Test:U:220.0V I:0.5879A P:126.6W PF:0.9792 Lamp Flux:430.341x30 1lm
NAME: WG-SL07-2-120W TYPE: WEIGHT:
DIM. : SPEC. : SERIAL No.:
MFR. : SUR. : PROTECTION ANGLE:
DATA OF LAMP PHOTOMETRIC DATA Eff: 100.92 1lm/W
MODEL WG-SLO07-2-120W Imax (cd) 8179 street up (%) 0.0
NOMINAL POWER (W) 0 LOR (%) 99.0 street_down (%) 51.5
RATED VOLTAGE (V) 0 TOTAL FLUX (1lm) 12780 house_up (%) 0.0
NOMINAL FLUX (1m) 430.341 | MAXIMUM @(C, ) 165,63.0 house_down (%) 47.5
LAMPS INSIDE 30 up (%) 0.0 76 FLASHAREA (m2)
TEST VOLTAGE (V) 0.0 down (%) 99.0 SLI
INTENSITY DISTRIBUTION DIAGRAM MAX INTENSITY CONE SURFACE
IN C PLANS DISTRIBUTION DIAGRAM
Cc180 HOUSE SIDE
-/+180
c210 C150
-150 150
—120 120 €240 €120
-90 90 c270 c90
0
0
-60 0 60
UNIT:cd
6400 . C0/180,137. 4dp:
——C30/210,103. 5fieq
-30 8000 30 __c60/240,79.5dkg
0 €90/270,71.1dkg
AVERAGE BEAM ANGLE (50%) :97.9 DEG
Max @ = 63.0DEG STREET SIDE
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 15.0DEG Interval: 1.0DEG
Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.
Temperature:25DEG Humidity:65%
Operators:ZR Test Distance:14.530m [K=1.0000]

Test Date:2008-12-08 Remarks:
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STREETLIGHT ISOCANDELA DIAGRAM

Test:U:220.0V I:0.5879A P:126.6W PF:0.9792 Lamp Flux:430.341x30 1m
NAME : WG-SL0O7-2-120W TYPE: WEIGHT:
DIM.: SPEC. : SERIAL No.:
MFR. : SUR. : PROTECTION ANGLE:
180 170
160
Classification:
150
140 IES:Type III - Short
CIE:Broad - Intermediate
130 IES:Cut-off
CIE:Semi-cut-off
120 Max.At80:32.54cd/klm
Max.At90:1.810cd/klm
I ’ \ \ Max.80-90:32.54cd/klm
[ ] 11 110
[] |
] l ISOCANDELA DIAGRAM
100 UNIT cd
Imax=100% 8179
270[ [285] [3¢0] (315 |3 7]
20 —  90% 7361
\ —  80% 6543
80 — 70% 5725
60% 4907
70
— 50% 4089
60 40% 3271
—  30% 2454
50
—_— 20% 1636
—_ 10% 818
— 5% 409
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 15.0DEG Interval: 1.0DEG
Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.
Temperature:25DEG Humidity:65%
Operators:ZR Test Distance:14.530m [K=1.0000]

Test Date:2008-12-08 Remarks:




Y
Waltls Green

EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 3 Of 8

COEFFICIENT OF UTILIZATION CURVE
AND ISOLUX DIAGRAM

CU (%) STREETLIGHT COEFFICIENT OF UTILIZATION CURVE
100
TILT ANGLE
0.0 (DEG
20 (DEG)
JR— 5.0 (DEG)
80 10.0 (DEG)
15.0 (DEG)
70 — 20.0 (DEG)
60
50
B
~ ]
40 —= —
—
30 N
N
20
2
N
10 N 1,
\\ ,I
0 W
2 1 0 1 2 3 4
HOUSE SIDE STREET SIDE RATIO OF DISTANCE TO MOUNTING HEIGHT
ROAD SURFACE ISOLUX DIAGRAM
ILLUMINANCE AT MH=10 m,Enadir = 32.54 1x
= TO CONVERT TO OTHER MH,MULTIPLY BY FACTOR IN THE TABLE.
1
= r HEIGHT FACTOR
= o 5 m 4.000
) -
o) N
S = 6 m 2.778
" 7 m 2.041
£ F 8 m 1.563
A -
9 1.235
2] 2 : m
2 F 10 m 1.000
o C
e 3L 11 m 0.826
fa C
o o 12 m 0.694
n  4-7 -6 -5 -4 -3 -2 -1 0 1 2 3 4 5 6 7 13 m 0.592
RATIO OF DISTANCE TO MOUNTING HEIGHT 14 n 0.510
— 29 —_ 22 — 18 15 — 11 15 m 0.444
3.6 —_ 1.8 e 1.1 —_ 0.36 —_ 0.18
16 m 0.391
C Range: 0 - 360DEG Range: O - 90DEG
C Interval: 15.0DEG Interval: 1.0DEG
Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.
Temperature:25DEG Humidity:65%
Operators:ZR Test Distance:14.530m [K=1.0000]

Test Date:2008-12-08 Remarks:
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ZONAL FLUX DIAGRAM

Test:U:220.0V I:0.5879A P:126.6W PF:0.9792 Lamp Flux:430.341x30 1m

NAME : WG-SL07-2-120W TYPE: WEIGHT:

DIM. : SPEC. : SERIAL No.:

MFR. : SUR. : PROTECTION ANGLE:

co c45 c90 C135 c180 C225 c270 C315 zone total | %$lum, lanp

10 3455 3707 3781 3659 3351 2832 2621 2898 0- 10| 311.6 311.6 p.44,2.47
20 3811 4124 4223 4104 3631 2470 2051 2568 10- 20 | 943.7 1255 .82,9.72
30 4417 4483 4171 4459 4111 2200 1632 2318 20- 30 1577 2832 Pp2.2,21.9
40 5325 4193 3431 4537 4970 1921 1299 2004 30- 40 2191 5023 9.3,38.9
50 6102 3773 2500 4004 5573 1550 982.2 1543 40- 50 2559 7581 [9.3,58.7
60 7452 2903 1035 3512 6646 898.0 527.4 857.1 50- 60 2728 10309 B0.7,79.9
70 2618 518.1 540.4 606.3 2891 340.6 262.7 316.7 60- 70 1920 12229 P5.7,94.7
80 193.3 153.8 183.8 168.0 293.2 135.6 77.34 104.1 70- 80 | 473.9 12703 p9.4,98.4
90 0.6103 [ 0.7587 1.732 11.96 4.981 0.2969 | 0.1484 | 0.2804 80- 90 | 76.79 12780 100,99
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 15.0DEG Interval: 1.0DEG
Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.
Temperature:25DEG Humidity:65%
Operators:ZR Test Distance:14.530m [K=1.0000]

Test Date:2008-12-08 Remarks:
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ISOCANDELA DIAGRAM

Test:U:220.0V I:0.5879A P:126.6W PF:0.9792 Lamp Flux:430.341x30 1lm
NAME: WG-SLO7-2-120W TYPE: WEIGHT:
DIM.: SPEC. : SERIAL No.:
MFR. : SUR. : PROTECTION ANGLE:
90 — 10% 817.2
— 20% 1634
80 — 30% 2452
40% 3269
70 — 50% 4086
60% 4903
60 — 70% 5720
0 [~ —— 80% 6538
——— 90% 7355
" 1/ - ~.
30 \ | ] s\\
) A ™~ N
—_
s LA i TN
2 L~
RN [ / /
\ 711
-10
é §7O L QN(
00 N |
| | N
. H W/
- J \/’
A\ 1 N~
-40
) N [J =V
- A BN — " 1
-60 \\\ :::
-70
Imax:8172 (H-59.5,V-27.0)
-80 (At:C=165.0,Gamma=63.0)
Z90 UNIT: cd
-90 -80 =70 =60 =50 =40 =30 -20 =10 0 10 20 30 40 50 60 70 80 90
HORIZONTAL (DEG)
C Range: 0 - 360DEG Range: 0 - O90DEG
C Interval: 15.0DEG Interval: 1.0DEG
Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.
Temperature:25DEG Humidity:65%
Operators:ZR Test Distance:14.530m [K=1.0000]

Test Date:2008-12-08 Remarks:
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Planar Illuminance Curve

Planar Illuminance Curve

E(1x) MH = 10 m
40
cQ/180

36 C€90/270

32
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Distance (m)

C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 15.0DEG Interval: 1.0DEG
Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.
Temperature:25DEG Humidity:65%
Operators:ZR Test Distance:14.530m [K=1.0000]

Test Date:2008-12-08 Remarks:




Y
Walls Green

EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 7 Of 8

LUMINOUS DISTRIBUTION INTENSITY DATA

Test:U:220.0V I:0.5879A P:126.6W PF:0.9792 Lamp Flux:430.341x30 1lm
NAME : WG-SLO7-2-120W TYPE: WEIGHT:
DIM. : SPEC. : SERIAL No. :
MFR. : SUR. : PROTECTION ANGLE:
Table--1 UNIT: cd
C (DEG)
(DEG 0 15 | 30 | 45 | 60 | 75 | 90 | 105 | 120 | 135 | 150 | 165 | 180 | 195 | 210 | 225 | 240 | 255 | 270
0 3279 (3259 (32503241 (3239|3236 (3237 3235|3235|3231|3226(3220(3279|3259(3250 (3241 (323932363237
5 3337 (3391 (344234793512 (3524 (353135143487 |3438|3376(3299(3283|3185|3100(3026[2974|2940|2937
10 3455 (3571 (36573707 (3749|3770 (3781 |3760|3725|3659|3570 (3440 (335131682993 |2832(2712|2634|2621
15 3616 (3790 (387539253981 (4022[4040|4016|3962|3888|3786(3630(3472|3191|2909|2651[2458|2337|2314
20 3811 (4021 (408441244171 |4206(4223(4213]|4172|4104|4009(3846(3631|3237|2824(2470(2227|2081|2051
25 4044 (4263 (4288|4264 (4243|4253 (4271 |4279|4275|4276|4239(4084(3824|3310|2745(2321 (2034|1867 1833
30 4417|4573 (4593|4483 (4277|4192 (4171 |4251|4372|4459|4482(4370(4111|3475|2715(2200(1873|1676|1632
35 4993 (5226 (4967|4471 |4049|3896[3860|4009]|4281|4698|4930(4915(4578|3593|2657 (2068 (1716|1501 |1448
40 5325(5767 (510641933706 (3493 (3431 |3593|3899|4537|5334(5741(4970|3576|2524 (1921 (1573 |1359|1299
45 5539 (5746 [4923|3930(3383(3069[2979|3180|3552|4226|5185(5722(5107|3565|2390|1768[1431 1221|1159
50 6102 6113|4828 (3773 (3110 (2655|2500|2727 (3284|4004 (514859895573 (3602 (2149 (155012541044 982
55 7064|6814 (4969|3783 |2674(1963[1800|2100|2925|4031|5412|6800(6346|3349|1766[1253| 995 | 810 | 753
60 7452 7729|4743 (2903 |1500(1072|1035|1216|1930|3512|5474|7784|6646|2520|1279| 898 | 701 | 563 | 527
65 6163|7041 |2598|1202| 740 | 605 | 625 | 645 | 889 |1811(4109|8014|5775|1472| 836 | 573 | 451 | 368 | 353
70 2618|3471| 692 | 518 | 452 | 428 | 540 | 443 | 480 | 606 |1426|5544 (2891 730 | 498 | 341 | 305 [ 269 | 263
75 543 | 804 | 320 | 277 | 280 | 293 | 306 | 307 | 296 | 312 | 463 |1497| 704 | 321 | 267 | 224 | 223 | 203 | 193
80 193 | 291 | 148 [ 154 | 182 | 187 | 184 | 202 | 191 | 168 | 239 | 420 | 293 [ 154 | 146 | 136 | 139 [ 122 [77.3
85 42.8(75.3(44.4|65.5|99.6| 101 [76.7| 121 | 113 |86.5|71.2| 139 [88.6|51.5|41.4(38.9(34.8(|36.3|24.5
90 0.61(0.45(0.46|0.76|6.30(11.9[1.73|23.2|23.4|12.0|11.5[11.8(4.98|1.50|0.26[0.30[0.21]|0.25]0.15
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 15.0DEG Interval: 1.0DEG
Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.
Temperature:25DEG Humidity:65%
Operators:ZR Test Distance:14.530m [K=1.0000]

Test Date:2008-12-08 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

Test:U:220.0V I:0.5879A P:126.6W PF:0.9792 Lamp Flux:430.341x30 1lm
NAME: WG-SLO7-2-120W TYPE: WEIGHT:
DIM. : SPEC. : SERIAL No.:
MFR. : SUR. : PROTECTION ANGLE:
Table--2 UNIT: cd
C (DEG)
(DEG 285 | 300 [ 315 | 330 | 345
0 3235(3235|3231 (3226|3220
5 29553000 (3058 3127|3200
10 2662 2762|2898 3062|3231
15 2371(2520(2734[3006 (3292
20 2117 2295|2568 (2950|3371
25 1908 2112|2434 (2920|3498
30 17231956 (2318 2921|3760
35 1538 1785|2176 (2829|3865
40 1384 1613|2004 (2710|3876
45 1245|1451 (1805 2570|3947
50 1066 1263|1543 (2277|4063
55 821 | 997 |1225(1782|3782
60 571 | 693 | 857 (1203|2613
65 378 | 426 | 530 | 725 |1282
70 274 | 292 | 317 | 407 | 540
75 208 | 210 [ 198 | 201 | 236
80 123 [ 120 | 104 [84.0|86.4
85 31.4(21.9(21.7(21.9(27.9
90 0.26|0.25(0.28(0.26|0.40
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 15.0DEG Interval: 1.0DEG
Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.
Temperature:25DEG Humidity:65%
Operators:ZR Test Distance:14.530m [K=1.0000]

Test Date:2008-12-08 Remarks:




